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Arbokol 682 is a Two-part Epoxy Polysulphide Sealant, which when the components are mixed 
together, cures to form an extremely tough sealant with a minimal degree of movement 
accommodation. It has good adhesion to concrete, stone, metals, and many other common building 
substrates.  
 
Main Application 
Recommended for sealing of insulating glass units (see separate data sheet), bonding glass to form free-
standing glass balustrades (see separate data sheet) and sealing of heavily trafficked, low movement 
floor joints. Not recommended for other than low movement joints and water retaining stuctures. 
 
Application Instructions 
Surface preparation 
The surfaces must be thoroughly cleaned to remove all traces of dirt grease and any other foreign 
matter. 
 
Mixing 
The adhesion, strength and durability of Arbokol 682 are controlled by the base/curing agent ratio. The 
whole contents of the curing agent pack must therefore be added to the base and the components 
thoroughly mixed. 
 
Application 
The normal method of application is to fill the mixed sealant into cartridge dispensers for use in the 
Arbo Caulking Gun. All tins are supplied with a follower plate with a hole in the centre; the plate is 
pushed into the tin of mixed sealant and the cartridge dispenser placed over the hole in the middle. 
Steady downward pressure results in the dispenser being filled. The sealant is then ready for 
application. The sealant should be extruded firmly into the joint by maintaining an even pressure on the 
trigger of the gun. 
 
Joint Backing 
Where applicable, appropriate joint filler e.g. closed cell polyethylene foam, should be used to provide 
the correct joint depth. 
 
All joint preparation, priming, and sealant application should be carried out in accordance with BS 
8000 Part 16, the British Standard for the sealing of joints in buildings using sealants. 
 
Joint Size suitability 
Joint Width 
Minimum 6mm 
Maximum 25mm 
 
Joint Depth 
Minimum 10mm on porous substrates (12mm in floor joints) 
Minimum 6mm on non-porous substrates (12mm in floor joints) 
Maximum 25mm 
 
Width:Depth ratio (within above min/max restrictions) 
1:1 floor joints 
 
Health & Safety 
Arbokol 682 curing agent contains epoxy resin. Under the CHIP 3 Regulations Arbokol 682 is labelled 
‘Irritant’. Avoid skin contact. If sealant comes into contact with the eyes, flush with copious volumes 
of cold water for at least 15 minutes and obtain medical attention. For further information consult 
Product Safety Data Sheets P36 A and B. 
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Technical Data 
 

Properties Values 
 
Typical Shore A hardness………………... 

 
95 

 
Working life……………………………… 

 
1hr @ 20°C 

 
Storage life……………………………….. 

 
Six months. Store sealant in dry conditions at a 
temperature not exceeding 25°C 

 
Application temperature…………………. 

 
+5°C to + 50°C 

 
Service temperature…………………….… 

 
-15°C to +70°C 

 
Cure rate………………………………….. 

 
7 days @ 20°C in a typical 10mm x 10mm joint. At 
colder temperatures the cure rate will be extended.  

 
Adhesive Strength after 7 days cure. Tests 
carried out on 12x12x50mm joints……….. 

 
 
Glass:                   4100KN/m² 
Stainless Steel:     4100KN/ m² 

 
Chemical resistance…………………….… 

 
Resistant to most alkalis and dilute acids, petrol, diesel 
or jet fuel and many common solvents and vegetable 
oils. 

 
UV resistance…………………………….. 

 
Excellent 

  
Service life………………………………... 

 
20 years (when used in trafficked areas the life may be 
reduced) 

 
Movement accommodation…………….… 

 
Butt joints (movement in tension and compression): 5% 

 
Colours…………………………………… 

 
Mid-grey. 

 
Cleaners 
Arbo Cleaner No.13                   1Litre tin       
(Toluene based – not suitable for use with plastics or delicate finishes) 
Arbo Cleaner No.16                   1 Litre tin 
(Alcohol based)  
Equipment 
Cartridge dispensers 
Plungers 
Polyethylene nozzles 
Arbo Caulking Guns 

 
Quantity Estimator 
Joint size Metres per litre 
6 x 6 27.75 
9 x 6 18.50 
12 x 9 9.25 
18 x 18 3.08   

Packaging: 1.2 Ltr packs (includes base and curing agent). 
 
Important: The information in this leaflet is given in good faith and based on results gained from 
experience and tests. However, all recommendations or suggestions are made without guarantee since 
the conditions of use are beyond our control. Goods are supplied subject to the Company’s terms and 
conditions of sales, a copy of which is available on request. 
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